














Order  criteria  based  on  the  relation  between  the  new  layers  added  over  the  existing  building  so  as  to 
improve  comfort and  its energy efficiency. The entries are: on  the  x‐axis  the  relation of proximity  ‐ new 
layers  exempt  regarding  the  existing  enclosure  or  totally  attached  to  it;  in  the  y‐axis  the  possibility  of 




Intermediate  spaces  are  considered  those  spaces  accessible  not  only  for maintenance  purposes  but  for 





























































Out/ex  no  no  equal  enlarged  yes  yes  no space dimension 
control 
Combinations:   






Out/off+ex  no  partial  ‐  enlarged  yes  yes  ‐ 






In+Out /ex  no  no  ‐  enlarged  yes  no, in case 
of slabs 
‐ 

























































ground  floor  connecting  it  with  the  new  small  square 
placed where the petrol station used to be and, therefore, 















in  a  narrow  plot  and  converted  in  single  family 
house.  Not  only  the  existing  building  is  much 
smaller  but  the  dwelling  program  is  simpler  and 
intimate.  The  architects  double  the  main 
longitudinal walls  to  the  inside  of  the  plan  in  the 
ground  floor  so as  to house  services  liberating  the 
main living space. Those walls also serve to support 
the  added  boxes  that  organise  the  night  program 
on  the upper part of  the volume. Walls and boxes 


































In  the  refurbishment  of  this  dismissed 
construction  with  the  objective  of  creating 
spaces  for  social  and  educational  program,  the 
architects used two different strategies: 
‐the  replacement  of  the  existing  facade with  a 
new  translucent  enclosure  so  as  to  improve 
climatic  and  lighting  conditions  in  the 
intermediate  space,  and  though  in  the  inner 
ones, using passive systems;  
‐the  creation  of  interior  volumes  dimensioned 
according  to  the  program  they  house  and with 














The  wide  inside  space  of  the  existing  building  is 
occupied by small scale volumes apparently grouped 
at random. In fact, their disposition has been deeply 
studied  so  as  to  hierarchize  different  intermediate 
spaces according to the variation in the height of the 
existing  warehouse.  This  space  hierarchy  admits 
developing  the different activities  that the program 
demands.  
Those  added  volume  use  dry  construction 
techniques so they can easily be disassembled. Their 
enclosures  satisfy  all  the  comfort  requirements, 















Alberto  Cecchetto,  like  Navarro  and  Langarita, 
occupies  the  existing  building  with  new  dry 
constructed  volumes  whose  enclosures  ensure 
the offices program comfort conditions. 




to  the  new  volumes  that  occupy  it,  and  a  rigid 
wall  structure,  restrict  the  possibilities  of 
relationship between those new volumes leading 
the  interest  of  the  project  to  the  relationship 
between  them  and  the  preexistence.  Is  in  this 































                  
 
The museum  recycles  two  dismissed  steel 
silos  as  the  main  iconic  elements  of  the 
new  building.  The  existing  structures  are 
clad  with  deployee  mesh  on  the  outside 
and  doubled with  new  cylinder  structures 
in  the  inside.  Those  nested  new  cylinders 
are doubled. One of them is attached to the 




the  same.  On  the  small  one  the  nested 
cylinder  is not accessible becoming a huge 




















































‐ The offset  strategy adding new elements both  from  the  inside and  the outside  is  really common, 
mostly in windows;  




solutions suitable  for  the offset strategy with high  thermal mass, gathering  together 
systems where the added elements are at the outside, the inside or both; 
 OFFSET, EVEN INSIDE OR OUTSIDE, WITH LOW THERMAL MASS EXISTING ENCLOSURE 













































































living  space  so  it  can  only  be  liberated  towards  the  buffer  space.  Designing  movable  thermal 
insulated panels placed either at the inner side of the wall or at the outer may permit controlling the 
effect of thermal mass storage in the inner climate conditions (see 2 – S.off.h).  
Thermal  losses  through  the openings are  reduced due  to  this same buffer space and an  insulated 




Overheat outside  the existing wall  is  so avoided. A movable  sun protection placed over  the glass 
enclosure obstructs sun radiation from getting through the glass inside the air camera and inside the 
inner  space.  Its design  allows preserving  some  views  to  the outside. Window operability permits 





























living  space  so  it  can  only  be  liberated  towards  the  buffer  space.  Designing  movable  thermal 
insulated panels placed either at the inner side of the wall or at the outer may permit controlling the 
effect of thermal mass storage in the inner climate conditions.  
Thermal  losses  through  the openings are  reduced due  to  this same buffer space and an  insulated 







due  to  a  certain  degree  of  transparency.  Its  high  reflective  finishing  helps  avoiding  overheating. 
































the  existing  wall,  between  it  and  the  glass  enclosure.  It  consists  in  horizontal  slats.  Its mobility 
permits either collecting energy from the sun when being opened, or insulating the wall and thus the 





or  the  inside  of  the  building.  Their  high  reflective  finishing  helps  avoiding  overheating.  A  screen 
placed  in  the  inside  of  the  windows  permit  controlling  the  light  entering  the  building  while 
preserving some views to the outside due to a certain degree of transparency. Window operability 























rays direction so as not  to obstruct  them. The wall can  then store energy. At night or during cold 
cloudy days, the slats rotate to  its closed position parallel to the main wall. The wall, and thus the 
building,  is now  thermally  insulated and so  the heat previously stored  is kept  in  the  inside. Those 
slats can either cover the windows but with independent mobility for having light and views.  
 Hot season 
Slats  rotate  to  its position perpendicular  to direct  sun  radiation  rays obstructing  them  so as  they 
cannot reach either the wall or the  inside of the building. An  inner screen helps to control  lighting 
preserving  the views  to  the outside due  to a  certain degree of  transparency. Window operability 





























When  sun  collection  is  not  possible  due  to  few  insulation  hours,  the  best  strategy  during  cold 
seasons  is  insulating.  Insulation material placed over the existing wall  in the outside surface  is the 
best way to avoid thermal bridges and condensation in the inside. The massive wall stays inside the 
thermal envelope so its thermal inertia is used for storing energy from the building’s heating system 






inside  the  inner  space. Combing  it with either  the  thermal  shutter or an  inside  screen will permit 





























hanged cladding  is  just a  finishing element. The camera has any purpose: there  is not direct sun radiation 













and condensation  in the  inside. The massive wall stays  inside the thermal envelope so  its thermal 
inertia  is  used  for  storing  energy  from  the  building’s  heating  system  softening  thermal  changes. 




































When  sun collection  is not possible,  the best  strategy during cold  seasons  is  insulating.  Insulation 
material placed over the existing wall in the outside surface is the best way to avoid thermal bridges 


































When  sun  collection  is  not  possible,  the  best  strategy  during  cold  seasons  is  insulating.  Placing 



































































is  then produced  through  the window but not  in  the wall.    In  those  situations  the best  strategy 
during  cold  seasons  is  insulating.  Insulation material  placed  over  the  existing wall  in  the  outside 





ventilated  camera  created  behind  a  hanged  cladding  will  avoid  overheat.  Over  the  window,  an 
exterior  movable  sun  protection  will  prevent  radiation  from  getting  inside  the  inner  space. 
Combined with either  the thermal shutter or an  inside screen permits controlling  light conditions. 

















































is  generating  a  sun  screen.  A  ventilated  camera  created  behind  a  hanged  cladding  will  avoid 
overheat. Over the window, an exterior movable sun protection will prevent radiation from getting 































hanged cladding  is  just a  finishing element. The camera has any purpose: there  is not direct sun radiation 









Insulation material  placed  over  the  existing wall  in  the  outside  surface  is  the  best way  to  avoid 
thermal  bridges  and  condensation  in  the  inside.  Insulation  in  the  openings  can  be  improved 
















































































































































temperature will be maintained due  to  the  thermal  insulation material and double glass panes. A 
26 Systems 
 































The massive wall,  insulated  from  the  exterior,  limits  energy  losses while  avoiding  low  superficial 
temperatures  in  the  inside.  Losses  through  the windows are as well  limited by  thermal  insulated 
shutters.  In the  inside, the new  lightweight constructed volume will be rapidly heat by mechanical 
means. Comfort temperature will be maintained due to the thermal insulation material and double 
































temperatures  in  the  inside.  Losses  through  the windows are as well  limited by  thermal  insulated 
shutters.  In the  inside, the new  lightweight constructed volume will be rapidly heat by mechanical 
means. Comfort temperature will be maintained due to the thermal insulation material and double 




































































During  cold  season,  the  new  glass  enclosure  performs  as  a  greenhouse  improving  the  thermal 
conditions  in  the  inside  of  the  ancient  construction  by  decreasing  the  temperature  difference 
between the two sides of its walls. However, thermally insulating those existing walls is needed so as 
to grant comfort conditions when sun radiation  is not enough. This thermal  insulation  is placed  in 































During  cold  season,  the  new  glass  enclosure  performs  as  a  greenhouse  improving  the  thermal 
conditions  in  the  inside  of  the  ancient  construction  by  decreasing  the  temperature  difference 
between the two sides of its walls. However, thermally insulating those existing walls is needed so as 
to grant comfort conditions when sun radiation  is not enough. This thermal  insulation  is placed  in 





During  the  hot  season,  the  new  construction  performs  as  an  umbraculum.  The  glass  panes  are 
opened to permit ventilation at the same time that the orientated slats placed behind them avoid 






















During  cold  season,  the  new  glass  enclosure  performs  as  a  greenhouse  improving  the  thermal 
conditions  in  the  inside  of  the  ancient  construction  by  decreasing  the  temperature  difference 
between the two sides of its walls. However, thermally insulating those existing walls is needed so as 
to grant comfort conditions when sun radiation  is not enough. This thermal  insulation  is placed  in 
































During  cold  season,  the  new  glass  enclosure  performs  as  a  greenhouse  improving  the  thermal 
conditions  in  the  inside  of  the  ancient  construction  by  decreasing  the  temperature  difference 
between the two sides of its walls. However, thermally insulating those existing walls is needed so as 
to grant comfort conditions when sun radiation  is not enough. This thermal  insulation  is placed  in 




























During  cold  season,  the  new  glass  enclosure  performs  as  a  greenhouse  improving  the  thermal 




to grant comfort conditions when sun radiation  is not enough. This thermal  insulation  is placed  in 





During  the  hot  season,  the  new  construction  performs  as  an  umbraculum.  The  glass  panes  are 
opened to permit ventilation. Blinds in front of the windows in the existing building permit lighting 
control while preserving some views due to its transparency. 
   
Summer outside  Summer inside
   
Winter outside  Winter inside
Drawings in  5 N ex out.dwg file 
 
 
